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THIS DOCUMENT CONTAINS PROPRIETARY INFORMATION
WHICH IS THE PROPERTY OF QSC, LLC, THAT MAY NOT BE
DISCLOSED, REPRODUCED OR USED WITHOUT EXPRESS
WRITTEN CONSENT FROM QSC, LLC.
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8  SUSPENSION EYEBOLT CAN BE USED IN BACK MOUNTING M6 THREADS. 
7. SYMBOL       INDICATES CENTER OF BALANCE.
6. SYMBOL  INDICATES SUSPENSION POINT OF M8 THREAD, 2 PLACES.
5. PARTS ARE SYMMETRICAL ABOUT CENTER LINES UNLESS OTHERWISE NOTED.
4. GRILLE NOT SHOWN FOR CLARITY.
3. DIMENSIONS ARE IN MILLIMETERS [INCH].
2. TOLERANCES (MM): X  3, ANGLES:  1 .
1. NET WEIGHT APPROX. 48 LBS (21.7 KG).
 
NOTE:  UNLESS OTHERWISE SPECIFIED

2X SUSPENSION POINT 
   OF M8 THREAD

8

VIEW A-A

2X 10.9 [.43] X 7.1 [.28] SLOT 

VIEW B-B

10X BACK MOUNTING
    M6 THREADS
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